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SECTION 10 85 00 – PACKAGE TRANSFERS	Comment by ZeroDocs: This guide specification section has been prepared by MB Sentinel for use in the preparation of a project specification section covering Box Gobler 1428 and Box Gobler 2828 package transfer units.

The following should be noted in using this specification:

-  Hypertext links to manufacturer websites are included after manufacturer names to assist in product selection and further research. Hypertext links are contained in blue, e.g.:

	www.mbsentinel.com

-  Optional text requiring a selection by the user is enclosed within brackets and as red text, e.g.: "Color: [Red.] [Black.]"

-  Items requiring user input are enclosed within brackets and as red text, e.g.: "Section [__ __ __ - ________]."

-  Optional paragraphs are separated by an "OR" statement included as red text, e.g.:

                     **** OR ****

For assistance in the use of products in this section, contact MB Sentinel by calling 800-910-4251 or visit their website at www.mbsentinel.com. 

This specification has been prepared based on SimpleSpecs™ specification templates. The SimpleSpecs™ Master Guide Specification system comprises a full architectural master specification that can be used to specify all project requirements. For additional information on SimpleSpecs™ products visit the ZeroDocs.com website at www.zerodocs.com. 
	GENERAL
	SUBMITTALS
	Action Submittals:
[bookmark: _Hlk71715875]	Shop Drawings: Illustrate products, installation, and relationship to adjacent construction.
	Product Data: Manufacturer’s descriptive data and product attributes.
[bookmark: _Hlk71715919]	Samples: [Selection samples.] [Verification samples.]
	PRODUCTS
	MANUFACTURERS
	Contract Documents are based on products by MB Sentinel, www.mbsentinel.com. 
	Substitutions: [Refer to Division 01.] [Not permitted.]	Comment by ZeroDocs: Edit this paragraph to indicate whether substitutions will be allowed for the products in this section.  
	MANUFACTURED UNITS
	Package Transfers:
	Model: Box Gobbler [1428.] [2828.] 	Comment by ZeroDocs: Model 1428 is 14 inches wide x 28 inches high. Model 2828 is 28 inches wide x 28 inches high.
	Size: [14 inches wide x 28 inches high.] [28 inches wide x 28 inches high.]
	Construction: 
	Frame and door: 0.125 inch thick aluminum.
	Chute: 12 gage stainless steel.
	Conveyors: Stainless steel rod and PVC.
	Door handle: 16 gage stainless steel. 
	Door: Bottom hinged with positive stop, self-closing, with 2 inch insulation.
	Access panel back plate: 0.60 inch thick aluminum, powder coated, non-insulated. 
 	Hinges: [Exposed, nylon.] [Concealed, stainless-steel hinge by SOSS.] 
	Lock: [4 to 6 digit keypad controller and electronic rotary latch.] [No lock.]
	Finish: Manufacturer’s standard powder coat, [[custom] [____] color.] [Color to be selected from manufacturer’s full color range.] [Unfinished.]	Comment by ZeroDocs: Refer to current MB Sentinel color chart for available colors.
	ACCESSORIES
	Fasteners: Type best suited to application, [galvanized steel.] [corrosion resistant coated steel.] [Series 300 stainless steel.]	Comment by ZeroDocs: Select fastener type based on transfer unit location. Series 300 stainless steel is recommended for damp locations and coastal areas.
	EXECUTION
	INSTALLATION
	Install in accordance with manufacturer’s instructions and approved Shop Drawings.
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