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SECTION 07 42 33 – PLASTIC WALL PANELS	Comment by ZeroDocs: This guide specification section has been prepared by Barron Designs for use in the preparation of a project specification section covering plastic wall panels in stone, wood, and brick patterns, for interior or exterior use.

The following should be noted in using this specification:

-  Hypertext links to manufacturer websites are included after manufacturer names to assist in product selection and further research. Hypertext links are contained in blue, e.g.:

	www.barrondesigns.com

-  Optional text requiring a selection by the user is enclosed within brackets and as red text, e.g.: "Color: [Red.] [Black.]"

-  Items requiring user input are enclosed within brackets and as red text, e.g.: "Section [__ __ __ - ________]."

-  Optional paragraphs are separated by an "OR" statement included as red text, e.g.:

                     **** OR ****

For assistance in the use of products in this section, contact Barron Designs by calling 800-651-4223 or visit their website at www.barrondesigns.com.

This specification has been prepared based on SimpleSpecs™ specification templates. The SimpleSpecs™ Master Guide Specification system comprises a full architectural master specification that can be used to specify all project requirements. For additional information on SimpleSpecs™ products visit the ZeroDocs.com website at www.zerodocs.com. 
	GENERAL
	ADMINISTRATIVE REQUIREMENTS
	Pre-Installation Conference:	Comment by ZeroDocs: Retain this paragraph for a pre-installation conference held prior to start of product installation.
	Attendance: [Architect,] [Owner,] [Contractor,] [Construction Manager,] [Design/Builder] installer, and related trades.
	Review: Project conditions, manufacturer requirements, delivery and storage, staging and sequencing, and protection of completed work.
	SUBMITTALS
	Action Submittals:
	Product Data: Manufacturer’s descriptive data and product attributes.
[bookmark: _Hlk71715919]	Samples: Verification samples.
	Informational Submittals:
	Certificate of Compliance: Certification that installed products meet specified fire hazard classification.	Comment by ZeroDocs: Retain this paragraph for fire-resistant rated column covers.
	QUALITY ASSURANCE
	Installer Qualifications: Minimum [2] [__] years’ experience in work of this Section.
	Fire Hazard Classification: Maximum flame spread/smoke developed rating of 25/450, tested to ASTM E84.
	Mockup: Minimum [__ x __] feet, with specified accessories. Approved mockup [may] [may not] remain as part of the Work.	Comment by ZeroDocs: Retain this paragraph for a full-scale mockup at the project site. 
	WARRANTY
	Manufacturer’s 15-year warranty against manufacturing defects.
	PRODUCTS
	MANUFACTURERS
	Contract Documents are based on products by Barron Designs, www.barrondesigns.com.  
	Substitutions: [Refer to Division 01.] [Not permitted.]	Comment by ZeroDocs: Edit this paragraph to indicate whether substitutions will be allowed for the products in this section.  
	COMPONENTS 
	Plastic Wall Panels:
	Material: Polyurethane.
	Style: [Colorado Dry Stack Stone.] [Colorado Dry Stack Stone – Tall.] [Carlton Fieldstone.] [Hampton Cobblestone.] [River Rock.] [Kentucky Dry Stack Stone.] [Regal Chiseled Stone.] [Somerset Dry Stack Stone.] [Nevada Dry Stack Stone.] [Carolina Chiseled Stone.] [Lehigh Cobblestone.] [Old Chicago Brick.] [Traditional Brick.] [Contempo Brick.] [Reclaimed Shiplap Barn Wood.] [End Grain Wood.] Reclaimed Beveled Shiplap Barn Wood.] [Chevron Wood.] [Novi Cobblestone.] [Novi Drystack.] 	Comment by ZeroDocs: Refer to Barron Designs technical data to select panel style.
	Color: [____.] 	Comment by ZeroDocs: Refer to Barron Designs technical data for current color offerings.
	Thermal resistance: Minimum R-value of 4.33, tested to ASTM C518 at average panel thickness.
	Impact resistance: Minimum 60 inch-pounds, tested to ASTM E2486.
	Mold resistance: 10, tested to ASTM D3273.
 	Salt Testing: Pass, ASTM B117.  
	Corners: [Universal Dry Stack Outside Corner, Flush.] [Colorado Dry Stack Outside Corner, Interlocking.] [Colorado Dry Stack Outside Corner, Interlocking, Tall.] [Hampton Cobblestone Outside Corner, Interlocking.] [Regal Chiseled Stone Outside Corner, Interlocking.] [River Rock Outside Corner, Interlocking.] [Universal Dry Stack Inside Corner, Flush.] [Lehigh Cobblestone Outside Corner, Flush.] [Old Chicago Brick Outside Corner, Interlocking.] [Traditional Brick Outside Corner, Flush.] [Contempo Brick Outside Corner, Interlocking.]	Comment by ZeroDocs: Refer to Barron Designs technical data for corners available for each wall panel style.
	Ledgers: [Universal Dry Stack Ledger.] [Universal Stone Ledger, Thick.] [Universal Stone Ledger.] [Wall Cap.] [Wall cap, Wide.] [Old Chicago Brick Ledger.] [Contempo Brick Ledger.] [Traditional Brick Ledger.] [End Grain Wood Ledger.]	Comment by ZeroDocs: Refer to Barron Designs technical data for ledgers available for each wall panel style.
	Trim: [Universal Stone Windows and Door Trim.] [Old Chicago Brick Trim.] Reclaimed Barn Wood Window and Door Trim.] [Old Chicago Brick Wraparound Trim.] [Contempo Brick Trim.] [Contempo Brick Wraparound Trim.] [Chevron Wood Trim.] [Chevron Wood Corner Trim.]	Comment by ZeroDocs: Refer to Barron Designs technical data for trim available for each wall panel style.
	Accessories:
	Drainage mat.
	[Universal Faux Stone Electrical Outlet Surround.] [Universal Faux Stone Electrical Outlet Surround - Slim.]
	Plastic Siding:
	Material: Polyurethane.
	Style: [Novi Cobblestone.] [Novi Drystack.] 	Comment by ZeroDocs: Refer to Barron Designs technical data to select panel style.
	Color: [____.] 	Comment by ZeroDocs: Refer to Barron Designs technical data for current color offerings.
	Accessories: [Novi Cobblestone Outside Corner, Flush.] [Novi Dry Stack Stone Hinged Corner.]
	Trim: [Novi Trim] [and] [Novi Starter Course].	Comment by ZeroDocs: Retain this paragraph when required by project Conditions.
	ACCESSORIES
	Adhesive and Fasteners: Types recommended by wall panel manufacturer.
	Joint Sealer: Textured, color matched to wall panels, type recommended by wall panel manufacturer.
	EXECUTION
	INSTALLATION
	Install in accordance with manufacturer’s instructions.
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