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SECTION 09 25 23 – LIME-BASED PLASTERING	Comment by ZeroDocs: This guide specification section has been prepared by Keim for use in the preparation of a project specification section covering lime-based plastering for interior and exterior surfaces.

The following should be noted in using this specification:

-  Hypertext links to manufacturer websites are included after manufacturer names to assist in product selection and further research. Hypertext links are contained in blue, e.g.:

	www.keim-usa.com

-  Optional text requiring a selection by the user is enclosed within brackets and as red text, e.g.: "Color: [Red.] [Black.]"

-  Items requiring user input are enclosed within brackets and as red text, e.g.: "Section [__ __ __ - ________]."

-  Optional paragraphs are separated by an "OR" statement included as red text, e.g.:

                     **** OR ****

For assistance in the use of products in this section, visit the Keim website at www.keim-use.com.

This specification has been prepared based on SimpleSpecs™ specification templates. The SimpleSpecs™ Master Guide Specification system comprises a full architectural master specification that can be used to specify all project requirements. For additional information on SimpleSpecs™ products visit the ZeroDocs.com website at www.zerodocs.com. 
	GENERAL
	ADMINISTRATIVE REQUIREMENTS
	Pre-Installation Conference:	Comment by ZeroDocs: Retain this paragraph for a pre-installation conference held prior to start of product installation.
	Attendance: [Architect,] [Owner,] [Contractor,] [Construction Manager,] [Design/Builder] installer, and related trades.
	Review: Project conditions, manufacturer requirements, delivery and storage, staging and sequencing, and protection of completed work.
	SUBMITTALS
	Action Submittals:
	Product Data: Manufacturer’s descriptive data and product attributes.
	Samples: [12 x 12] [__ x __] inch ([300 x 300] [__ x __] mm) plaster samples illustrating [reinforcing mesh], plaster, and surface finish.
[bookmark: _Hlk71715919]	Closeout Submittals:
	Maintenance Data.
	QUALITY ASSURANCE
	Installer Qualifications: Minimum [2] [__] years’ experience in work of this Section.
	Mockup: [4 x 8] [__ x __] feet ([1200 x 2400] [__ x __] mm). Approved mockup [may] [may not] remain as part of the Work.	Comment by ZeroDocs: Retain this paragraph for a full-scale mockup at the project site. 
	PRODUCTS
	MANUFACTURERS
	Contract Documents are based on products by Keim, www.keim-usa.com  
	Substitutions: [Refer to Division 01.] [Not permitted.]	Comment by ZeroDocs: Edit this paragraph to indicate whether substitutions will be allowed for the products in this section.  
	MATERIALS
	Reinforcing Mesh: Keim Glass Fiber Mesh.	Comment by ZeroDocs: Retain this paragraph for a reinforcing mesh for use within the Keim plaster system and for reworking cracks in plaster.
	Base Coat Plaster: 	Comment by ZeroDocs: Retain this paragraph for a multi-purpose lime-based plaster base coat for new construction, repairs, and restoration.
	Product: Keim NHL-Kalkoutz-Grob.
	Description: Multi-purpose, ready-mixed, dry lime plaster consisting of sand, hydraulic lime, and hydraulic additives.
	Grain size: 0 to 1/8 inch (0 to 3.0 mm).
	Color: White.
	Finishing Plaster: 	Comment by ZeroDocs: Retain this paragraph for a fine-textured lime-based finishing plaster for new construction, repairs, and restoration.
	Product: Keim NHL-Kalkoutz-Fein.
	Description: Fine textured, ready-mixed, dry lime plaster consisting of sand, hydraulic lime, and hydraulic additives.
	Color: White.
**** OR ****
	Finishing Plaster: 	Comment by ZeroDocs: Retain this paragraph for a medium-textured lime-based finishing plaster for new construction. Repairs, and restoration.
	Product: Keim NHL-Universalputz-Standard.
	Description: Medium textured, thin layer, ready-mixed, dry lime plaster consisting of sand, hydraulic lime, and fiber reinforcement.
	Grain size: 0 to 0.05 inch (0 to 1.3 mm).
	Color: White.
**** OR ****
	Finishing Plaster: 	Comment by ZeroDocs: Retain this paragraph for a fine-textured lime-based finishing plaster for new construction, repairs, and restoration.
	Product: Keim NHL-Kalkoutz-Fein.
	Description: Fine textured, thin layer, ready-mixed, dry lime plaster consisting of sand, hydraulic lime, and fiber reinforcement.
	Grain size: 0 to 0.25 inch (0 to 0.60 mm).
	Color: White.
	EXECUTION
	APPLICATION
	Apply in accordance with manufacturer’s instructions.
	LIME-BASED PLASTER SCHEDULE
	Lime-Based Plaster - System A:	Comment by ZeroDocs: Retain this paragraph for a plaster base and finish coat system with integral reinforcing over a solid base.
	First coat: Base coat plaster, minimum 3/8 inch (10 mm) thick.
	Reinforcing: Reinforcing mesh.
	Top coat: Finishing plaster, minimum 3/16 inch (5 mm) thick.
	Lime-Based Plaster - System B:	Comment by ZeroDocs: Retain this paragraph for a thin plaster finish with integral reinforcing.
	Reinforcing: Reinforcing mesh.
	Plaster: Finishing plaster, minimum 3/8 inch (10 mm) thick.
	Lime-Based Plaster - System C:	Comment by ZeroDocs: Retain this paragraph for a plaster base and finish coat system with integral reinforcing over metal lath.
	First coat: Base coat plaster, minimum 3/8 inch (10 mm) thick.
	Second coat: Base coat plaster, minimum 3/8 inch (10 mm) thick, with mesh embedded.
	Top coat: Finishing plaster, minimum 3/`6 inch (5 mm) thick.
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