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SECTION 05 70 00 – DECORATIVE METAL	Comment by ZeroDocs.com: This guide specification section has been prepared by Parallel Architectural Products for use in the preparation of a project specification section covering aluminum extrusions with powder coated finish. 

Used for cladding, soffits, battens, fencing, screens, gates and enclosures, railings, pergolas, decking, and other architectural applications.

If desired, this section can be renumbered and retitled to suit a project’s requirements, like one of the following: 

- 05 33 00 - Aluminum Decking
- 05 52 00 - Metal Railings
- 07 42 00 - Metal Wall Cladding
- 07 43 00 - Metal Soffit Panels
- 10 82 50 - Metal Battens
- 32 31 19 - Metal Fences

Refer to CSI/CSC Masterformat for other potential locations.

The following should be noted in using this specification:

-  Hypertext links to manufacturer websites are included after manufacturer names to assist in product selection and further research. Hypertext links are contained in blue, e.g.:

	www.parallelrep.com

-  Optional text requiring a selection by the user is enclosed within brackets and as red text, e.g.: "Color: [Red.]"

-  Items requiring user input are enclosed within brackets and as red text,  [________]."

For assistance in the use of products in this section, contact Parallel Architectural Products by calling 866.472.7255 or visit their website at www.parallelrep.com

This specification has been prepared based on SimpleSpecs™ specification templates. For additional information on SimpleSpecs™ products, visit the ZeroDocs.com website at www.zerodocs.com. 
	GENERAL
	ADMINISTRATIVE REQUIREMENTS
	Pre-Installation Conference:	Comment by ZeroDocs.com: Retain this paragraph for a pre-installation conference held prior to start of product installation.
	Attendance: [Architect,] [Owner,] [Contractor,] [Construction Manager,] [Design/Builder] installer, and related trades.
	Review: Project conditions, manufacturer requirements, delivery and storage, staging and sequencing, and protection of completed work.
	SUBMITTALS
	Action Submittals:
[bookmark: _Hlk71715875]	Shop Drawings: Illustrate products, installation, and relationship to adjacent construction.
	Product Data: Manufacturer’s descriptive data and product attributes.
	Samples: [Selection samples.] [Verification samples.]
	Informational Submittals:
	Certificate of Compliance: Certification that installed products meet specified design and performance requirements.
[bookmark: _Hlk71715919]	Closeout Submittals:
	Maintenance Data.
	Extra materials: [____] linear feet of profile and finish installed.
	QUALITY ASSURANCE
	Installer Qualifications: Minimum [2] [__] years’ experience in work of this Section or installer supervised by manufacturer’s representative.
	Mockup: [4 x 8 feet.] [__ x __ feet.] [____.] Approved mockup [may] [may not] remain as part of the Work.	Comment by ZeroDocs.com: Retain this paragraph for a full-scale mockup at the project site.
	 Fire Hazard Classification, tested to ASTM E84.
	Flame spread: 0. 
	Smoke developed: Maximum 60.
	WARRANTY
	Manufacturer’s 15 year warranty against defects in materials.
	Installer’s [5] [__] year warranty against defects in workmanship.
	PRODUCTS
	MANUFACTURERS
	Contract Documents are based on products by Parallel Architectural Products. www.parallelrep.com
	Substitutions: [Refer to Division 01.] [Not permitted.]	Comment by ZeroDocs.com: Edit this paragraph to indicate whether substitutions will be allowed for the products in this section. 
	COMPONENTS
	Decorative Metal:
	Description: Extruded aluminum profiles with powder coating on exposed surfaces. 
	Aluminum extrusions: ASTM B221, alloy and temper best suited to application.
	Powder coating: TGIC-free polyester meeting performance requirements of AAMA 2604.
	Profile: [As scheduled at end of Section.] [Refer to Drawings.]
	Color: [____.] [To be selected from manufacturer’s full range OF [Woodgrain – Standard] [Woodgrain - Non-Standard] [Solid – Standard] [Solid – Non-Standard] colors.]	Comment by ZeroDocs.com: Material is available in a wide range of woodgrain and solid colors to suit many architectural applications.

Consult Parallel’s technical literature for currently-available.
	ACCESSORIES
	Clips and Other Attachments: Extruded aluminum, size and profile to suit project conditions.
	Fasteners: [AISI 1016, zinc-plated steel.] [Fluoropolymer coated steel.] [Manufacturers’ recommended fastener.]
	EXECUTION
	INSTALLATION
	Install in accordance with manufacturer’s instructions and approved Shop Drawings.
	SCHEDULE	Comment by ZeroDocs.com: Material is available in a wide range of profiles to suit many architectural applications. 

Consult Parallel’s technical literature for currently available profiles.
	Cladding Profile: [____.]
		Soffit Profile: [____.]
	Batten Profile: [____.]
	Fencing Profile: [____.]
	Screen and Gate Profile: [____.]
	Enclosure Profile: [____.]
	Railing Profile: [____.]
	Pergola Profile: [____.]
	Decking Profile: [____.]
	[____.] Profile: [____.]
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